
LEGENDA

61  PASSWORD

0000

0305 JOG   50.0Hz

 3.50 bar

0310  WINDOW .

10 %

0315  HYSTERESIS 

80 %

0215   RAMP 1  .

4.0 sec
0220   RAMP 2  .

4.0 sec

0225   RAMP 3  .

70 sec

0230   RAMP 4  .

70 sec

0245 MAX FRQ.  .

50.0 Hz

0250 MIN FRQ.  .

20.0 Hz

0260  FMIN TIME

0 sec

0281   BOOST   .

5.0 %

0105    MODE    .

Controller

0320  REG.MODE .

Normal

0120 DISP.CONTR.

50 %

0110 SET PASSW.  .

0066

0115 LOCK FUNCT.

OFF

0255 CONF. FMIN

f -> 0

M300  SUBMENU  

REGULATION

M500  SUBMENU  

SEQ. CONTROL

M0200  SUBMENU  

CONF INVERTER

M0100  SUBMENU  

BASIC SETTINGS

0210  INVERTER

ALL

0125 DISP.BRIGHT

50 %

0235 RAMP Fmin A

2.0 sec

0240 RAMP Fmin D

2.0 sec

0505 ACT.VAL.INC

0.35 bar

0510 ACT.VAL.DEC

0.15 bar

0515 ENABLE FREQ

48.0 Hz

0520 ENABLE DLY

5 sec

0525 SW DELAY

5 sec

0540 DROP  FRQ

42.0 Hz

0545 OVERVALUE

 0.0 %

0205 MAX. UNITS

06

0550 OVERVAL DLY

0.0 sec

0555 SWITCH INTV

24 hours

0535 DISABLE DLY

5 sec 

0282 KNEE FRQ.   

50 Hz

0325 FRQ. LIFT

30.0 Hz

0330 LIFT AMOUNT

 0.0 %

0560 SYNCHR.LIM.

0.0 Hz

0565 SYNCHR.WND.

2.0 Hz

M60   SUBMENU

SETTINGS

0530 DISABLE FRQ

0.0 Hz

0420 SENS. RANGE

10.0 bar

0425 SENS.-CURVE

Linear

0405 DIMENS. UNIT 

bar

M400  SUBMENU  

SENSOR 

0410  CONF SENSOR  

Sensor 1

0415 SENSOR TYPE

4-20 mA

0430 SENS 1 CAL0

 

0435 SENS 1 CALx

 

0440 SENS 2 CAL0

 

0445 SENS 2 CALx

 

0705 ANALOG OUT1 

Output frequency

0715   CONF REL  1 .

Running

0710 ANALOG OUT2

Actual value

M700  SUBMENU  

OUTPUTS 

0720   CONF REL  2 .

Errors

0605 MIN.-THRESH.

disabled

0610 DELAY-TIME

2 sec

0615 ERROR-RESET

OFF

M600  SUBMENU  

ERRORS

62   JOG   00.0Hz

 x bar

0290 STC MOTOR PROT 

STC Trip

0283 SEL.SW.FRQ.   

10 kHz

M1200  SUBMENU  

RS485-INTERFACE 

1215     FORMAT

8,N,1

1205    ADDRESS

1

1210    BAUDRATE

9600

1220 PUMP ADDR

 1  

M1100  SUBMENU  

SETUPS

0805 C.REQ.VAL 1

digital

M800  SUBMENU  

REQUIRED VALUES

0810 C.REQ.VAL 2

OFF

0820 REQ.VAL 1 .

xx.x bar

0825 REQ.VAL 2 .

xx.x bar

0830 ACT.FRQ 1 

xx.x Hz

0835 ACT.FRQ 2 

xx.x Hz

0815 SW REQ.VAL 

x

1120 PASSWORD 2

0000

1125 CLR ERRORS

All

1130 CLR MOTORH.

All

1135 CLR OPERAT.

Off

1005  TEST RUN.

after 100 hrs

1025 SEL. DEVICE

01

1010 TESTR. FRQ

30.0 Hz

1015 TESTR.BOOST

10.0 %

0910  LEVEL 1  

0

0915  LEVEL 2  .

0

0917 OFFSET X2

0

0918 OFFSET Y2

0

0905 OFFS. INPUT

OFF

M900  SUBMENU  

OFFSET

M1000  SUBMENU  

TEST RUN

1020 TESTR.TIME

5 sec

1030 TESTRUN MAN

Press > 3 sec

0106 PUMP ADDR

 1  

0202   SOFTWARE

V02.10

0261  SKIPFRQ CTR

0.0 Hz

0262 SKIPFRQ RNG   

0.0 Hz

0295 CURR. LIMIT FUNCT.   

DISABLE

0296 CURR. LIMIT   

110 %

0907 OFFSETRANGE 

1000

0912 OFFSET X1  .

0

0913 OFFSET Y1

0

1110 FACTORY SET

EUROPE

CONTROLLER

3.50 bar
ON             xx.x Hz              

08 AUTO - START

OFF     

29       4TH ERROR   

ERROR xx

28       3RD ERROR   

ERROR xx

21  STATUS UNITs   

xxxxxxxx

23   STATUS DEVICE

RUN

24  ENABLE DEVICE

Enable

25 MOTOR HOURS   

xxxxx

26     1ST ERROR   

ERROR xx

27      2ND ERROR   

ERROR xx

04  START VALUE

x %

07         TIME       

hh:mm

05  LANGUAGE   .

ENGLISH
09 OPERAT. TIME

0000:00

06       DATE         .  

DD-MM-YYYY

02  REQUIRED VAL 

  3.50 bar

M00     MAIN MENU  

M20    SUBMENU 

STATUS

M40   SUBMENU

DIAGNOSTICS

03 EFF REQ VAL 

  3.50 bar

43  TEMP. INVERTER

xx %      xx C

44  CURR. INVERTER

xx,x A

45 VOLT. INVERTER   

xxx V

30      5TH ERROR   

ERROR xx

22  SELECT DEVICE

 *  1  *

42  SEL. INVERTER

*  1  *

41  PROD. DATE   

xx.xx.xx

46 OUTPUT FREQ.   

xx,x Hz

47 VER. INVERTER   

1.20
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35    KWH COUNTER   

xxxxx kWh

0291 STC MOTOR THERM

xx %

0265 MOTOR NOM POW

1.5 kW-2 hp
0266 MOTOR N. VOLT.

230 V

0267 MOTOR N. FRQ

50 Hz

0270 MOTOR POLES  .

2

0268 MOTOR N. CURR

6.61 A

0269 MOTOR N. SPEED

2895 RPM
0275   AMPI  .

Off

0280 SWITCHING CTR  

HVC

1140 CLR KWH CNT.

All

1221 BACNET DEV. ID

84001

1203 PROTOCOL

Modbus RTU

M1300  SUBMENU  

START-UP 

1304 PRE-SET MOTOR

YES

1303  MOTOR N. VOLT.

230 V

1308 STC MOTOR PROT 

STC Trip

1309 MODE

Controller

1301 Language

English

1311 CONTROL MODE

Constant

1312 DIMENS. UNIT

 bar

1313 STARTUP COMPLETED?

NO

1320 TIME

hh:mm

1310 PUMP ADDR.

1 

1305 MOTOR N. CURR

6,61 A

1306 MOTOR N. SPEED

2895 RPM
1307   AMPI

Off

1314 SENS. RANGE

10.00 bar

1315 REQUIRED VAL 

3.5 bar

1316 START VALUE

100 %

1317 MIN. THRESH.

0.00 bar

1318 DEALAY TIME

2 sec

1319 DATE

DD-MM-YYYY

0284 MIN.SWIT.FREQ.   

2 kHz

1302 MOTOR NOM. POW.

1.5 kW-2 hp

NO

YES

1321 AUTO-START 

Off

1322 STARTUP 

COMPLETED?

NO

1323 ADDRESS

1

NEW PARAMETER

PARAMETER 

CHANGED POSITION

PARAMETER 

CHANGED FUNCTION

SAME PARAMETER  

PREVIOUS GEN. HV

130 HMI ROTATION

Disable

135 BACK.COMP.

NO

1225 SSID NUMBER

01234567

1226 SEC.KEY NUMBER

01234567
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